TECHNOLOGY SYMBOLS AND ABBREVIATIONS

NOTE: SYMBOLS AND ABBREVIATIONS INDICATED HERE AND NOT USED IN THE CONTRACT DOCUMENTS DO NOT
APPLY TO THIS PROJECT. ADDITIONAL SYMBOLS MAY BE INDICATED IN THE CONTRACT DOCUMENTS.
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Plot Date;

TECHNOLOGY SERVICES REFERENCE SYMBOLS
WALL TELEPHONE OUTLET GENERAL REFERENCE KAME
CONFIGURATION: 1 CABLE TELECOMMUNICATIONS DESIGNATES SHEET NUMBER )/ EQUIPMENT NAME AND NUMBER
MOUNTING LOCATION: FLUSH WALL 0 2 9
: o o o GROUNDING BUSBAR
MOUNTING HEIGHT: 4'-0" AFF (ELEVATION VIEW)
@ LAB EQUIPMENT NUMBER
WALL TELEPHONE OUTLET DETAIL REFERENCE
CONFIGURATION: 1 CABLE e TOP DESIGNATES DETAIL NUMBER
MOUNTING LOCATION: SURFACE WALL | | BOTTOM DESIGNATES SHEET NUMBER @ KEYNOTE NUMBER
MOUNTING HEIGHT: 4'-0" AFF TELECOMMUNICATIONS
GROUNDING BUSBAR
(PLAN VIEW)
CONFIGURATION: ﬁ
# = NUMBER OF CABLES TERMINATED REVISION NUMBER
MOUNTING HEIGHTS AS INDICATED BELOW u %?D'EQ.EEiEEENSE%ﬂ ON NUMBER
UNLESS OTHERWISE NOTED ON DRAWINGS m
CONVENIENCE POWER RECEPTACLE BOTTOM DESIGNATES SHEET NUMBER @ CONSTRUCTION BULLETIN NUMBER
u (ELEVATION VIEW)

WORKSTATION OUTLETS

CONFIGURATION:  AS INDICATED BY NO. %
MOUNTING LOCATION: FLUSH WALL

MOUNTING HEIGHT: 1'-6" AFF

ELEVATION SYMBOL

WALL PHONE OUTLET oo

(ELEVATION VIEW) NEW CONNECTION TO EXISTING

WORKSTATION OUTLETS
CONFIGURATION:  AS INDICATED BY NO.
MOUNTING LOCATION: SURFACE WALL

= D000 o0 000D ooo] 1 RACK UNIT 24 PORT
MOUNTING HEIGHT: 1'-6" AFF | | BATCH PANEL
(ELEVATION VIEW) SM HTHGRO“P
WORKSTATION OUTLETS - FLOOR MOUNTED ABBREVIATIONS i vy .
CONFIGURATION: ~ AS INDICATED BY NO. : : architecture engineering interiors planning
MOUNT'NG LOCAT'ON. FLUSH FLOOR ‘DDDDDD OOoooo Oooooo DDDDDD‘ gAR-?\é:F}'(FEJA’\II\IIEE8 PORT
Y o 0
MOUNTING HEIGHT: F/FF ‘ ‘ (ELEVATION VIEW) 10/100BaseTX ETHERNET/FAST ETHERNET JB JUNCTION BOX SMITHGROUP, INC
1000BaseSX GIGABIT ETHERNET (SHORT WAVELENGTH) KO KNOCK-OUT 35 EAST WACKER
1000BaselLX GIGABIT ETHERNET (LONG WAVELENGTH) KV KILOVOLT SUITE 2200
WORKSTATION OUTLETS - CEILING MOUNTED e T oo 1 RACK UNIT HORIZONTAL AC ABOVE CEILING/ALTERNATING CURRENT KVA KILOVOLT-AMPERES CHICAGO. IL 60601
CONFIGURATION: ~ AS INDICATED BY NO. CABLE MANAGER ACS ACCESS CONTROL PANEL KW KILOWATTS ’
MOUNTING LOCATION: CEILING SERVICE PANEL, UON (ELEVATION VIEW) AAS(; 28%3;‘%@%%%3%%;&& N EggX:’ﬁTRTE'XONUE'?rfNORK T 312.641.0770
MOUNTING HEIGHT: F/FC AFF ABOVE FINISHED FLOOR LV LOW VOLTAGE F 312.641.6728
ALT ALTERNATE MATV MASTER ANTENNA TELEVISION www.smithgroup.com
TT T T 00 0 00T 2 RACK UNIT HORIZONTAL ARCH ARCHITECTURAL MC MECHANICAL CONTRACTOR
WORKSTATION OUTLETS - CEILING MOUNTED 000000000 CABLE MANAGER ASC ABOVE SUSPENDED CEILING MDF MAIN DISTRIBUTION FACILITY landscape architecture
CONFIGURATION:  AS INDICATED BY NO. (ELEVATION VIEW) AUTO AUTOMATIC MER MAIN EQUIPMENT ROOM i)
MOUNTING LOCATION: SURFACE CEILING / STRUCTURE AWG AMERICAN WIRE GAUGE MH MAINTENANCE HOLE civil engineering
MOUNTING HEIGHT: FIELD VERIFY BAS BUILDING AUTOMATION SYSTEM MM MULTIMODE SnvironmEnIAL iR
o = RACK MOUNTED FIBER OPTIC BCS BUILDING CONTROL SYSTEM MP MUSIC & PAGE JJR, LLC
‘ ‘ PATCH PANEL BEF BUILDING ENTRANCE FACILITY MTD MOUNTED 35 EAST WACKER DRIVE
BFC BELOW FINISH CEILING MTG MOUNTING
ggﬁégﬂgﬂ?{;‘)ﬁp“—fgﬁ\lDICATED BV NG BFL BELOW FLOOR LEVEL MTG HGT MOUNTING HEIGHT SUITE 2200
MOUNTING LOCATION: CASEWORK OR ABOVE BACKSPLASH - FLUSH SSSSSS 12-STRAND SINGLE-MODE BLDG BUILDING NA NOT APPLICABLE CHICAGO, ILLINOIS 60601
: PANEL WITH (6) DUPLEX BMS BUILDING MANAGEMENT SYSTEM NC NEW CONNECTION/NORMALLY CLOSED 3126410510 T
MOUNTING HEIGHT: FIELD VERIFY COUPLINGS BRKR BREAKER NIC NOT IN CONTRACT i
c CONDUIT NO NORMALLY OPEN 312.641.0668 F
CCTV CLOSED CIRCUIT TELEVISION NTS NOT TO SCALE WWW.jjr-us.com
CCT CIRCUIT oc ON CENTER
WORKSTATION OUTLETS MMMMMM éiﬁg'io\’/\f?HM%"ngpﬁgﬁ CCT BKR CIRCUIT BREAKER OFCl OWNER FURNISHED CONTRACTOR INSTALLED
CONFIGURATION: ~ AS INDICATED BY NO. ©) CLG CEILING OFOI OWNER FURNISHED OWNER INSTALLED N Afilj d
MOUNTING LOCATION: CASEWORK OR ABOVE BACKSPLASH - SURFACE COUPLINGS CONTR CONTRACTOR PB PULL BOX/PUSH-BUTTON A-I ] ate
MOUNTING HEIGHT: FIELD VERIFY CORR CORRIDOR PBX PRIVATE BRANCH EXCHANGE mmll Engineers
cP CONSOLIDATION POINT PC PLUMBING CONTRACTOR/PHOTOCELL/PERSONAL COMPUTER Affiliated Engineers, Inc,
—— TYPICAL CABLE RUNWAY CT CABLE TRAY PDU POWER DISTRIBUTION UNIT 5802 Research Park Boulevard
WIDTH AS NOTED DB DIRECT BURIAL PF POWER FACTOR Madison, Wisconsin 53719
WORKSTATION OUTLETS MOUNT 7'-0" TO BOTTOM OF DC DIRECT CURRENT PH PHASE Tel 608.238.2616 Fax 608.238.2614
CONFIGURATION:  AS INDICATED BY NO. STRINGERS UON DED DEDICATED PLBG PLUMBING
MOUNTING LOCATION: RACEWAY (END VIEW) DET DETAIL PNL PANEL -
MOUNTING HEIGHT: AS INDICATED BY RACEWAY MOUNTING DIA DIAMETER PWR POWER Thornton Tomasetti
DN DOWN REC RECESSED _
DS DISCONNECT SWITCH RECEP RECEPTACLE Zggrﬁmvr\l, T;’m:szm' e Suite 1500
DVR DIGITAL VIDEO RECORDER REL RELOCATE . Wabash Avenue, Suite
WIRELESS ACCESS POINT \Q %Bﬁf‘kgﬁ%l}igRAY EC EMPTY CONDUIT/ELECTRICAL CONTRACTOR REQD REQUIRED Chicago IL 60611-7622
CONFIGURATION: (1) TERMINATED CABLE (END VIEW) EDB ELECTRIC DUCT BANK RU ~ RACKUNIT T 312.596.2000 F 312.596.2001
MOUNTING LOCATION: FLUSH CEILING EF ENTRANCE FACILITY SHT SHEET
MOUNTING HEIGHT: F/FC EG EQUIPMENT GROUND SIG SIGNAL
EGS ENGINE GENERATOR SET SIM SIMILAR TERRA
EIDF EQUIPMENT INTERMEDIATE DISTRIBUTION FACILITY slo STANDARD INFORMATION OUTLET
TYPICAL VERTICAL CABLE EJ EXPANSION JOINT SM SINGLEMODE ENGINEERING LTD
WIRELESS ACCESS POINT RUNWAY SECTION ELEC ELECTRIC/ELECTRICAL SPEC SPECIFICATION ) '
CONFIGURATION: (1) TERMINATED CABLE WIDTH AS NOTED EMER EMERGENCY Ss SAFETY SWITCH 225 West Ohio Street, 4th Floor
MOUNTING LOCATION: SURFACE WALL (ELEVATION VIEW) EMI ELECTROMAGNETIC INTERFERENCE STA STATION oy 0139 B30, 467-0220
MOUNTING HEIGHT: AS NOTED ON DRAWINGS EMT ELECTRICAL METALLIC TUBING SwW SWITCH : :
EQUIP EQUIPMENT TB TERMINAL BOX
ER EQUIPMENT ROOM TEL TELEPHONE
ETR EXISTING TO REMAIN TFA TO FLOOR ABOVE SEALS AND SIGNATURES
FIFC FLUSH WITH FINISHED CEILING TFB TO FLOOR BELOW
FIBER OPTIC SLACK FIFF FLUSH WITH FINISHED FLOOR TO TELECOMMUNICATIONS OUTLET
STORAGE BOX g CROSS CONNECT POINT FIFW FLUSH WITH FINISHED WALL TR TELECOM ROOM
(ELEVATION VIEW) FA FIRE ALARM TS TAMPER SWITCH/TIME SWITCH
FACP FIRE ALARM CONTROL PANEL TV TELEVISION
FL AT FLOOR LINE TVSS TRANSIENT VOLTAGE SURGE SUPPRESSION
— ggggg ggmgg gf{) INT FLEX FLEXIBLE TYP TYPICAL
OTHERS FLR FLOOR uc UNDER COUNTER
FLUOR FLUORESCENT UG UNDERGROUND 7 REGISTERED
FS FLOW SWITCH UON UNLESS OTHERWISE NOTED PROFESSIONAL
FSS FUSED SAFETY SWITCH UPS UNINTERRUPTABLE POWER SUPPLY \/
FIBER OPTIC SLACK FSCP FLAME SAFEGUARD CONTROL PANEL Vv VOLTAGE
STORAGE BOX FVNR FULL VOLTAGE NON-REVERSING VoIP VOICE OVER INTERNET PROTOCOL
(PLAN VIEW) GBIC GIGABIT INTERFACE CONVERTER W WIRE
GC GENERAL CONTRACTOR Wi/ WITH
GFCl GROUND FAULT CIRCUIT INTERUPTER WP WEATHERPROOF
GND GROUND WS WALL SURFACE
GEN GENERATOR wT WATER TIGHT
GRC GALVANIZED RIGID CONDUIT X EXIST
HH HANDHOLE XFMR TRANSFORMER
HT HEIGHT/HEAT TRACE XP EXPLOSION PROOF
HV HIGH VOLTAGE
IDF INTERMEDIATE DISTRIBUTION FACILITY
IMC INTERMEDIATE METAL CONDUIT
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